E.B. WELD
4 PLACES

NOTE 2:
TO E.B. WELDER

A) CLEAN ALL PARTS WITH ACETONE
B) ASSEMBLE, SEND TO E.B.WELDER
C) DOUBLE PASS REQUIRED
D) PARTIAL ANNEAL
E) STRAIGHTEN TO .02
F) SQUARE TO .02

INSTITUTE FOR ASTRONOMY

1210 WINDY AVE
HONOLULU, HI 96820

INSTRUMENT: SPITZ- CROSS DISTRIBUT SPECTROGRAPH

DATE: 07/13/99

REV: B 1025 N/W/P

SHEET: 1 OF 1

NOTE: ALL INSIDE LOCKING SURFACES MUST BE POLISHED TO A 10 MICRON FINISH PRIOR TO E.B.WELDING

BILL OF MATERIAL

<table>
<thead>
<tr>
<th>NO.</th>
<th>REV.</th>
<th>H/D/C</th>
<th>DESCRIPTION</th>
<th>MATERIAL</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td></td>
<td>01/01</td>
<td>CIRCLE 4 X 1/2</td>
<td>ALU 2219</td>
</tr>
<tr>
<td>2</td>
<td>1</td>
<td>01/01</td>
<td>PATTERN PLATE -2</td>
<td>ALU 2219</td>
</tr>
<tr>
<td>4</td>
<td>1</td>
<td>01/01</td>
<td>PATTERN PLATE -2</td>
<td>ALU 2219</td>
</tr>
<tr>
<td>5</td>
<td>1</td>
<td>01/01</td>
<td>T CO 125 X 25 X 25</td>
<td>STEEL</td>
</tr>
<tr>
<td>6</td>
<td>1</td>
<td>01/01</td>
<td>N/A</td>
<td>N/A</td>
</tr>
</tbody>
</table>