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Safety board monitors dome current,
 and
can trigger error on overcurrent.
TOP_TCS_Enable is the output
monitor by software.
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Motor Current sample by FIO

All other P113 signals

FIO A Index 15 1
2
3
4
5
6
7
8

Port A

Port B

Serial Module
SCM-485-422

Sig Gnd
TX/RX-
TX/RX+

VCC

Sig Gnd
TX/RX-
TX/RX+

VCC

OFF   ON

PULL UP

TERMINATION

PULL DOWN

PULL UP

TERMINATION

PULL DOWN

Port A

Port B

AB4

C
D
F

The iomanage is used to configure addition modules parameters.
Information on the IOManager is found at 
   http//irtfweb/tcs3/systems/tcs3/computers/opto22.

IO Manager Configuration is:
----------------------------------------------------------------------
-
      Module Port  IP_Port  Baud Parity  Data Stop  EOM_Chars 
 Text_Msg
ENABLE   15    A   22530    9600 even    7    1     0D0A000    No  
Disable  15    B   22531    9600 none    8    1     0D0A000    No

NEED TO RECORD Module15 DIP Switches!

Dip switches on Serial Module

LED on TO Panel

Power Supply

Schematic Reference Schematic Reference

T3-2010-FIOAB

T3-2060-SE_FIOE

FIOAB

SE_FIOE

113 Here for TCS1 Configuration

See Drawing
T3-3043-Dome_Control-Amp_Motors
for Amp connections.

113 Here for TCS3 Configuration

See Drawing
T3-3043-Dome_Control-Amp_Motors
for AMP connections

Need information on Encoder
 Feedback


